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R36
2.2K

R37
3.3K

C25
0.1uF

Use SIP Resistor Arrays

R36
2.2K

R37
3.3K

C26
0.1uF

R35
2.2K

R37
3.3K

GND

C27
0.1uF

R36
2.2K

R37
3.3K

C24
0.1uF

R35
2.2K

R37
3.3K

C28
0.1uF

BNC
Monitor

J2
SP6T

R1

10K

Jumper to connect front panel rotary switch

1 GND

2 Vcc

3 RST

4 TX

5 RX

6 CP17 CP28 CP3

U13
XPORT

1 MCLR/Vpp
2 RA0/AN03 RA1/AN14 RA2/AN3/Vref-5 RA3/AN3/Vref+6 RA4/T0CKI7 RA5/AN4/SS
8 RE0/RD/AN59 RE1/WR/AN610 RE2/CS/AN7

11 Vdd

12 Vss

13 OSC1/CLKIN

14 OSC2/CLKOUT

15 RC0/T1OSO/T1CKI16 RC1/T1OSI/CCP217 RC2/CCP118 RC3/SCK/SCL

19 RD0/PSP020 RD1/PSP1 21RD2/PSP2
22RD3/PSP3

23RC4/SDI/SDA
24RC5/SDO
25RC6/TX/CK
26RC7/RX/DT

27RD4/PSP4
28RD5/PSP5
29RD6/PSP6
30RD7/PSP7

31Vss

32Vdd

33RB0/INT
34RB1
35RB2
36RB3/PGM
37RB4
38RB5
39RB6/PGC
40RB7/PGD

U12

PIC16F877

C23
10uF

+3.3V

R3
10K

+3.3V

C32
0.1uF

C31
10uF

GND

+3.3V

C34
10uF

C33
0.1uF

GND

+3.3V

X1
3.768Mhz

C29
22pF

C30
22pF

GND

Drop 5V max to 3V max
and use as Vref for A/D (ratiometric)

C35
1uF

GND

+3.3V

GND D3

Ge

R33
10K

GND

Manual trigger
for email test
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R40
10K

R39

5K
GND

GND Thought 6 was AN4 so shorted 6 & 7

5V
Pres

Pres Stpt Low ALM High ALM

High ALM
Low ALM

Fill Next Time

Valve Open

J10

J11


